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WEST ELEVATION

135 S. MAIN STREET  \  ZIONSVILLE, INDIANA

WHITE

YELLOW

NEW HARDIE 'HALF-ROUND" CEMENT FIBER
SHINGLES, 6" , APPROXIMATELY 2 COURSES

WHITE

1X4 (ASSUMED), VERIFY

5/4X12 (ASSUMED),
VERIFY

EXISTING 
CONDITION

NEW WOOD DOUBLE HUNG
WINDOW WITH 4 / 4 MUNTIN

NEW NORTH JAMB TRIM (NOT SHOWN) 
     OR
ALTERNATE NEW PAIR 3X8 WOOD OUTSWING PELLA DOORS WITH
8 LITE PATTERN

NOTES:
1.  WORK APPLIES TO WEST, SOUTH AND NORTH ELEVATIONS
2.  ORIGINAL REQUIREMENTS NOT SHOWN ON THIS DRAWING
REMAIN UNCHANGED.   
3.  GUTTERS AND DOWNSPOUTS TO BE WHITE 
4. METAL ROOFING TO BE GRAY SUCH AS PAC CLAD CITSCAPE,
COLOR SUBJECT TO FINAL DECISION

STANDING SEAM
PAINTED METAL ROOF

NOT TO SCALE                                         2022-11-03

PRELIMINARY FOR BUDGETING AND APPROVAL ONLY

REMOVE STORM
 SASH X 3

ALTERNATE:  REPLACE
(3) EXSITING WINDOWS

TO MATCH

NEW FYPON MLD350-8 DENTIL, 
3 1/2" X 7/8" PROJECTION

OMIT SHUTTERS
FROM ORIGINAL

DESIGN DUE TO TRIM
CONFIGURATION
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The TIPSY MERMAID 
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FAÇADE GRANT CHANGES (BASED ON SIDING REMOVAL CONCEALED CONDITIONS)  

 

A. WEST WINDOW (previously covered) 

 

1. Cut interior finish opening to rough opening 

a. Drywall returns to interior jamb 

2. Furnish and install new window.  Approximate size 35” wide x 87” tall 

a. Pella Architect Series  

https://www.pella.com/professionals/downloads/?materials=Wood&product_line=Architect%20Seri

es%C2%AE%20-%20Traditional&product=Double-Hung%20Window 

b. Wood 

c. Double Hung 

d. 4/4 simulated divided light with interior and exterior muntins 

e. 5/8” insulated clear glass 

f. No screen 

3. Remove storm sash on existing (3) windows to restore site lines  

4. Field paint white 

……or optionally……….. 

5. In addition to scope items 1-2 above, remove and replace (3) existing west porch window units to match 

proposed new window 

 

B. FORMER WEST ENTRY DOOR (previously covered) 

 

1. Remove patch siding approximately 10” wide at north jamb 

a. Evidence suggests original door was 6’ wide, existing door is 5’ and siding patched in irregulary   

2. Install new 1x 10 polyash trim along north vertical jamb from floor to ceiling  

……or optionally……….. 

3. Remove existing door pair and replace with new (2) 36x99 outswing doors  

a. Pella Architect series 

b. Traditional wood outswing 

c. No transom 

d. Simulated divided light (8 lites in 2 wide x 4 high pattern) 

4. Field paint white 

https://www.pella.com/professionals/downloads/?materials=Wood&product_line=Architect%20Series%C2%AE%20-%20Traditional&product=Double-Hung%20Window
https://www.pella.com/professionals/downloads/?materials=Wood&product_line=Architect%20Series%C2%AE%20-%20Traditional&product=Double-Hung%20Window


02 November 2022 
Tipsy Mermaid | 135 South Main Street 
Page 2 
 
 
METAL ROOFING 

Provide pricing break out for existing roof areas and new roof areas for façade grant contribution including costs to 

remove existing shingles.  Provide ‘net’ difference from original scop that included minimal amounts for porch re-roof. 

1. Remove existing shingles and felt to deck 

2. Inspect deck for damage.   

a. Identify areas for replacement, if necessary  

b. Obtain approval for additional cost, if necessary for deck repair 

3. Install WR Grace “HT” ice and water shield over all deck areas 

4. Furnish and install metal roof system complete 

a. Pac Clad 

b. “Snap-on” standing seam https://www.pac-clad.com/products/metal-roofing/snap-on-panels/ 

c. 24 gauge steel 

d. 18” seam centers 

e. 1” ribs 

f. Flat panels (not pencil rib or striated) 

g. Eave, rake and ridge trims to match 

h. 30 year warranty 

i. Color selected from manufacturers’ standard line 

i. Subject to final decision Pac Clad “Cityscape” or “slate gray” 

5. Gutters and downspouts (included within original scope 

a. 24 gauge prefinished galvanized steel 

b. White color  

 

SIDING REHABILITATION  

1. Remove horizontal furring / blocking at band board near  eave/2nd floor line 

a. Confirm acceptability of original sheathing behind.  

2. Furnish and install trim and siding elements per elevation 

a. Dentil MLD350-8 

b. Hardie half round siding 

c. Hardie 1x dimension trim as noted and confirmed 

3. Zee flashing above dentil 

4. Field paint field color as selected.   

 

 

https://www.pac-clad.com/products/metal-roofing/snap-on-panels/
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HardieShingle® Siding Product Description

HardieShingle® siding is fiber-cement shingle siding for sidewall applications. HardieShingle siding is available 
as straight-edge panels or staggered-edge panels 48 in. long by 16 in high. HardieShingle panels also come as 
decorative half-round shingles. For smaller coverage areas, individual shingles are also available in 4.2 in, 5.5 in, 
6.75 in, 7.25 in & 10 in widths. Please see your James Hardie dealer for local availability of these products. 

HardieShingle siding is available as a prefinished James Hardie product with ColorPlus® Technology. The ColorPlus 
coating is a factory applied, oven-baked finish available on a variety of James Hardie siding and trim products. See 
your local dealer for details and availability of products, colors and accessories.

Half-Round Staggered Edge Panel

Straight Edge Panel Individual Shingles



800 PAC CLAD  |  PAC-CLAD.COM  ©2020 Petersen Aluminum

SNAP-ON STANDING  
SEAM PANEL

PRODUCT FEATURES
 ` Ideal for transition roofs

 ` Pencil ribs available

 ` 30-year non-prorated finish warranty

 ` Panel lengths up to 35’

MATERIAL

 ` 43 stocked colors (24 gauge steel)

 ` 36 stocked colors (.032 aluminum)

 ` Galvalume Plus available

UL CLASSIFICATION

 ` UL-580 Class 90 rated over solid 
substrate. (steel only - up to 18” O.C.)

 ` UL-1897 wind uplift

 ` UL-790 Class A fire rated

 ` UL-263 fire resistance rated

ASTM TESTS

 ` ASTM E283/1680 tested

 ` ASTM E331/1646 tested

FLORIDA BUILDING PRODUCT APPROVALS 

Please refer to pac-clad.com or your local 
factory for specific product approval 
numbers for Snap-On Panels.

*12” and 18” 24 gauge steel Snap-On Standing Seam panels and 11” and 18” 24 gauge steel High Snap-On Standing Seam panels are UL-90 Classified over solid substrate.  See roof deck construction in 
Underwriter Laboratories roofing materials and systems directory.

A complete specification is available online at pac-clad.com.

SPECS
12”, 18”, 19” or 20” O.C. 1” High

MATERIALS
.032 aluminum 24 gauge steel*

UL-90

SNAP ON Pencil Ribs

12”, 18” or 20" O.C.

1"
PENCIL RIBS
(OPTIONAL)

SNAP ON

12”, 18” or 20" O.C.

1"
SMOOTH

(STANDARD)
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